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IMPORTANT SAFETY INSTRUCTIONS 


This appliance is not intended for use by persons (including children) with reduced physical, sensory or 
mental capabilities, or lack of experience and knowledge, unless they have been given supervision or 
instruction concerning use of the appliance by a person responsible for their safety. 

Children should be supervised to ensure that they do not play with this overlock machine. 


When using an electrical appliance, basic safety precautions should always be followed, including the 
following: 


This overlock machine is designed and manufactured for household use only. 


Read all instructions before using this overlock machine. 


DAN G E Fi — To reduce the risk of electric shock: 


1. An appliance should never be left unattended when plugged in. Always unplug this overlock 
machine from the electric outlet immediately after using and before cleaning. 

2. Always unplug before replacing a overlock machine bulb. Replace bulb with same type rated 15 
Watts. 


WA Fi N [ N G —— To reduce the risk of burns, fire, electric shock, or injury to persons: 


Do not allow to be used as a toy. Close attention is necessary when this overlock machine is used 
by or near children. 

2. Use this appliance only for its intended use as described in this owner’s manual. 
Use only attachments recommended by the manufacturer as contained in this owner’s manual. 

3. Never operate this overlock machine if it has a damaged cord or plug, if it is not working properly, 
if it has been dropped or damaged, or dropped into water. 
Return this overlock machine to the nearest authorized dealer or service center for examination, 
repair, electrical or mechanical adjustment. 

4. Never operate the appliance with any air opening blocked. Keep ventilation openings of this 
overlock machine and foot controller free from accumulation of lint, dust and loose cloth. 

5. Never drop or insert any object into any opening. 

6. Do not use outdoors. 

7. Do not operate where aerosol (spray) products are being used or where oxygen is being 
administered. 

8. To disconnect, turn all controls to the off (“O”) position, then remove plug from outlet. 

9. Do not unplug by pulling on cord. To unplug, grasp the plug, not the cord. 

10. Keep fingers away from all moving parts. Special care is required around the overlock machine 
needle and/or cutting blade. 

11. Always use the proper needle plate. The wrong plate can cause the needle to break. 

12. Do not use bent needles. 

13. Do not pull or push fabric while stitching. It may deflect the needle causing it to break. 

14. Switch this overlock machine off (“O”) when making any adjustment in the needle area, such as 
threading the needle, changing the needle, threading the bobbin or changing the presser foot, and 
the like. 

15. Always unplug this overlock machine from the electrical outlet when removing covers, lubricating, 
or when making any other adjustments mentioned in this owner’s manual. 


SAVE THESE INSTRUCTIONS 


The design and specifications are subject to change without a prior notice. 


Please note that on disposal, this product must be safely recycled in accordance with relevant National 
legislation relating to electrical/electronic products. If in doubt please contact your retailer for guidance. 


mmm =(European Union only) 


Do’s and Don’ts 

. Always be aware of the up-and-down movement of the needle and do not turn your attention 
away from the machine while it is running. 

. When leaving the sewing machine unattended, the main switch of the machine must be 
switched off or the plug must be removed from the socket-outlet. 

. When servicing the sewing machine, or when removing covers or changing lamps, the machine 
must be disconnected from the power supply by removing the plug from the socket-outlet. 

. Do not place anything on the foot control, otherwise the machine will start inadvertently, or the 
control or motor may burn out. 

. The maximum permissible power for the sewing lamp bulb is 15 watts. 

. When using your sewing machine for the first time, place a piece of waste fabric under the 


presser foot and run the machine without thread for a few minutes. Wipe away any oil which 
may have appeared. 


TABLE OF CONTENTS 


PREPARATION 

PPS Ug 2 ae ga Eo a nr ee ee eee ere 4 
PRAM ANT ACCES SOMOS cic eha steed xetestsce anys zjucda Sune laevabaw tae saconcuadebiere eaves aieeuies so ntacgo deeed anes eae emaeess 5 
Connecting the: Machine to the: Power Supply s.ccaciscaeccasnaessscezesseseciceeastacedaspantosssesoszedereceucseteaseszenoeseendeen 6 
COMMON SO Wits SOS OG cess cstesictsatsesec ose eeeh aiedpe as ct nise kp caren hase bes dapeaned phcadelano sete balede addons bated 6 
Pe Vo MU CS AS nico seca Naas sia deciis Saeed ceeded sacseen Sead ce salen Saleen debuted auieec mac nsaesncceet rj 
Opening and GIOSinig Ihe SING COVER oicsecnicssecasccsnsstesedentevsenisuceiansvasenedmeaneieesesg tage aneiontapuadenucesnteee 7 
Opening-and Closing the: LOeper COVEN ta. aiciteotyece ted tececbes sctltasare then tenet ede eemdastaceep age teed meets 4 
Raising oF Lowering te Presser FOOD said csctecentasecscd sa ceevcck te densad cn exetasxsaanwecolineniaeee ode ceed 8 
PIOMOvinig The PreSSER POON sacccaxctcuien cusses Sure rtiseonesd ausedeienntiesdatiicaseauea sevens Gob aticheniarleGeroempadearsleaianans 8 
PUA HMING) THE Presser POON gesecsesses ss dorierasadcarscoact dcceanuesusstacalaseenousleacoeaeennanesuneusedadcathaensadadendeuternseoat 8 
PISTON OT POOL PCS SUS cites ect oece aed sce cede en ees ot lends ented ada taeicceetc neta unioatorae: 8 
A Unto w ores ele ci ma Mulder: (s Ee ]0]|o( =a c= | gaemmemer ern re etzny erermnar tt re mi arce ie arner vieeenrery nanan re ner earn vere 9 
Attaching the Spool Holder Cap and Net.............cccccccesseeseesseeeseeeeeeeeeaeeseeeeaeeseeeeaeeeaeeaesseeseaesaeeeeeeeaeeeneeas 9 
Chianging NGCUISS < accsssesictirctacacccici ts scat talseiGteut ire lecdexediiescuel el iesd bere teneb eet Smi ease oe ceed hae 10 
UE ES MUU te cos es Sere scence estar eek g Oe ca ected aeehe 0s doy expereince acer Scananceceedaeees’ 1 
PRGA ESUI VS CART SUN LS GE os ceeds Sees tp ven tune ki ts es adda eate le pestaeed crt ge tnnso Seeze ame tacehiaieleleeee 13 
ACUsiment ot Dittereritial FOG HAWG cusindicnsecous ietatnes etree ied es ees cecoee eres nied leaden 13 
Adjustment of Needle Plate Setting KNOD................ccccceeseeceeeeenceeeeesaeeeeeeaaeeeseeaaeeesteneaaeeeeneaaenens 14 
TH DGACUIV AGS AIS UPC PS Soci Sassec tent ete Ste cape cle ls uganda sentenced alte basa bees deconeaelmusnceetueas 15 
TO ACiVate Tie Wer FRE as ccsacisscaecuchtedecnwrcg ceca rrcenaeseearmosniaecgustece italia teamenen yy etutzeReetns antes 15 
PUSS AL OT COUNTING VVIU scspataos ccetseese tices ia tibea cides ci hsake pases Masia lea acianiatecen hue jo ner tiae diate 16 
CAP UMAGA VIC FV IANS ct sce as as ce eas tcc ad cece cala ew eee ie eee ea 17 
Threading the Wawer EOOp er sce scese Sees dp cathe cee eee eed eee conde ics cep rede actcne ie ergata 19 
p Bales ste tate igiee Wo, 97g Wels) a=) gametes me teen mere sto eee re ae roe ne eee ee eee eee eres 22 
Threading the: Needle Ori Te IGM sxe ce ce vacincesctvietchnn dewes te arhcectandeseeduchoncevence saavebuieadcvneennideusecensnese 24 
Threading the Needle with the Needle Threader ................:ccccceeeseeeccceeeeeeeeeeeeeeeeeeeeeeeeeeeseeeeneneeeess 26 
Threading the Neale Oni Tie LGM accra dcscestacec dsc cesenagetaseres odecesanastd stcnarcneemataneauataenseoennsstendenmianies 27 
TEST STITCHING 

ON UNM se teres es nb eck eta Seca iendae ct pa ene 2 Oceans ec ee 29 
IO Callas eezeay (12 Eeeereerry tet meen tee nn eney nye seen terme wr Seen en hee ee en 29 
IR) OMNIS ease eee ee 29 
BU Uy WS i NS a acca scot cv cres ees aes cen de vee cede esse ncaa erga ces asec tne incase 29 
bert 210,01 A100 ta © fc gee ner een Pe PEEP aR eee et ee ee Pec eee ere Eee ere) 30 
Thread Tension (4-threadS) csivscusitsiswoseseinesevageas vests ivesbeveavsvessiaenaabveassieastedeausiesaineeat ev eassanessadastanies 31 
APMC STING asst ca desecrate cdeei esas sen besebhcesc aeetesies act epaupavesbeess saeeea dec muen Sabena eardosteeaee 33 
Thread Tension (3 threads) .........cccccccccececccececeeeceeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeettiges 34 
Thread Tension for Rolled IMQrminiing escecgendscceccscscpensvevesasccseees-xdeadsciocnenescsniausxtccsbg-reiadeetdcceatseece 35 


CARE OF YOUR MACHINE 


Replacing te Upper ae ssc ces cacesven Secenticeneitanss ce cencnesa toe agsensiadinnse ine yada voevasanstnnpeeestetcceniceseneunteee 37 
Cleric) CST FRIIS PAS aca cas settee ets ne eects tae ctaice cat ceca cadena Basen a dedee eed carer 37 
PIS AG ie) Tie I OY Josie once cl ton ct scrcuetorccnatan eats deacr heteesaints aged ceraacecmantee dauaedieananchwomsacoutadenacandoagiaies 38 
Cleaning the Feed DOG oic.sccctc tress scoehs sasdosa es tcartbie rote salaea ibaa benekaaeids accainainaads Saree eas Siem masiekanee 38 
DINU AE A NM ie is enw ct ats gst et ec ecw ete pce Skeets ocenaaaS dee aes 39 
Sed e'ige feild oa ike 6141 | [= eee eee ee ee ae ee elec nen nr nr ee one ee eee Pere eee errr es 39 
METIS OMNI cee Seah ga aang eee 40 











| 














PREPARATION 


Names of Parts 


(1) Left needle thread tension dial 
(2) Right needle thread tension dial 
(8) Upper looper thread tension dial 
(4) Lower looper thread tension dial 
(6) Side cover 

(6) Looper cover 

(7) Handwheel 

Power switch 

() Machine socket 

(0) Differential feed dial 

41) Stitch length dial 

42) Spool stand 

43) Spool holder 

Spool pin 

45) Thread guide bar 

(6) Thread guide 

47) Pressure adjusting dial 

Needle plate setting knob 
Presser foot 

20 Thread cutter 

21 Presser foot lifter 

22, Needle plate 

@3) Upper knife release knob 

24 Cutting width adjusting dial 

25) Lower looper 

@6 Upper looper 

@7) Upper knife 

Lower knife 








Standard Accessories 


Re ~ 
of @) fp @) ® "il (1) Screwdriver (Large) 
Wy (2) Screwdriver (Small) 


(8) Tweezers 

(4) Set of needles No.11, No.14 
(&) Nets 

(©) Spool holder caps 

@) Lint brush 

Needle threader 

© oil 

(0) Accessory box 
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Operating Instructions: 


The symbol “O” on a switch indicates the “off” 
position of the switch. 


This machine is equipped with a polarized plug 
(one blade wider than the other): 

To reduce the risk of electric shock, this plug is 
intended to fit in a polarized outlet only one way. 

If it still does not fit, contact a qualified electrician to 
install the proper outlet. Do not modify the plug in 
any way (U.S.A. only). 


Foot control model YC-482J-EC is used with this 
machine (U.S.A only). 


Connecting the Machine to the Power Supply 


Turn off the power switch, and connect the machine 
plug to the machine socket. 


Connect the power supply plug to your power 
supply. 


Turn on the power switch. 


(1) Power switch 

(@) Machine plug 

(8) Machine socket 
@ Power supply plug 
&) Power supply 

© Speed controller 


Controlling Sewing Speed 


Sewing speed can be varied by the speed controller. 
The harder you press on the controller, the faster the 
machine runs. 

Step on the speed controller with the presser foot 
lifter up, and practice controlling the speed. 


(A) Speed controller 


For your safety: 


* While in operation, always keep your eye on the 
sewing area, and do not touch any moving parts 
such as the thread take-up lever, loopers, 
handwheel, needle or knives. 

* Always disconnect the machine from the power 
supply: 

— when leaving the machine unattended. 
— when attaching or removing parts. 
— when threading or cleaning the machine. 

* Do not place anything on the speed controller, 
except when the machine is in use. 
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How to Turn the Handwheel 


Always turn the handwheel toward you 
(Counterclockwise). 


(1) Handwheel 


Opening and Closing the Side Cover 


To open: 
Push the side cover to the left. 


To close: 
Push the side cover to the right. 


(A) Side cover 


Opening and Closing the Looper Cover 


To open: (A) 
While pushing with the thumb to the right as far as it 
will go, pull the looper cover toward you. 


To close: (B) 

Lift the looper cover and push it against the machine. 
The looper cover snaps into its position 
automatically. 


(1) Looper cover 


Note: 
Always close both side cover and looper cover when 
the machine is in use. 





















































Raising or Lowering the Presser Foot 
By raising or lowering the presser foot lifter, the 
presser foot goes up or down. 


* While in operation, keep the presser foot lowered 
except when threading the machine or test 
running without threads. 


Thread tension will be released when the presser 
foot lifter is raised. 


(1) Presser foot 
@) Presser foot lifter 


Removing the Presser Foot 

1. Turn off the power switch and unplug the 
machine. 

2. Raise the needle and the presser foot. 

3. Press the lever located on the back of the foot 
holder. The presser foot will drop off. 


(1) Needle 

@) Presser foot lifter 
(8) Foot holder 

@) Lever 


Attaching the Presser Foot 
1. Turn off the power switch and unplug the 
machine. 


2. Place the presser foot so that the pin on the foot 
lies just under the groove of the foot holder. 


3. Lower the foot holder to lock the foot into place. 


4. Raise the presser foot lifter to check that the 
presser foot is secure. 
(1) Foot holder 
2) Groove 
@) Pin 


Adjustment of Foot Pressure 

It is not necessary to adjust the presser foot’s 

pressure for normal sewing. 

When you sew heavy or lightweight fabrics, turn the 

adjusting dial: 

— backward for heavyweight fabric. 

—foeward for lightweight fabric. 

* For normal sewing, set the adjusting dial at “N”. 
(1) To increase 


(2) To decrease 
(3) Adjusting dial 





(— -) The Position of Thread Guide Bar 


SS Pull the thread guide bar up as far as it will go. 
! “Le = = Turn the thread guide bar so that the thread 
guides are right above the spool pins. 


(1) Thread guide bar 
(2) Thread guide 

(3) Stoppers 

(4) Spool pin 
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* Make sure the two stoppers on the thread guide 
shaft, as shown, are set in at the correct position. 














‘_ >) Attaching the Spool Holder Cap and Net 


Pa 1. When you use a small thread spool, pull out the 
(4) 


spool holder from the spool pin. Then place the 
spool and put the spool holder cap on top of it. 
(1) Spool holder 

@) Spool pin 

(3) Spool holder cap 

@ Slit 

















( >) 2. If the thread slips down from the spool 
during threading and/or sewing, put a net on the 
spool as illustrated to prevent jamming. 


(1) Net 
fl (2) Spool pin 
—_ ft t _ 
« ” 
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Changing Needles 


Turn off the power switch and unplug the machine. 
Raise the needle to its highest position. 


Then loosen the left or right needle clamp screw for 
the needle you are going to remove. 


(1) Needle clamp screw on the left 
(2) Needle clamp screw on the right 


* Use HA-1SP #14 Needle or #11. 


To attach the needle on the right 


Insert a new needle into the needle clamp with the 
flat side to the back until the top of the needle 
touches the stopper pin, then tighten the needle 
clamp screw on the right. 


To attach the needle on the left 


Insert a new needle into the needle clamp with the 
flat side to the back until the top of the needle 
touches the edge of the needle bar, then tighten the 
needle clamp screw on the left. 


* When the needles are set correctly, the left 
needle is higher than the right one. 


(1) Needle clamp 

@) Needle 

@) Needle stopper pin 
(4) Edge of needle bar 
() Needle clamp screws 
©) Flat side to the back 


* Do not use any needle which is bent or blunt. 
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Stitch Definition 


(1] Safety 4 Thread 

An overlock stitch that has 2 needle threads, a lower 
and upper looper thread is a safety 4 thread. The 
stitch stretches without breaking. 

The second needle thread reinforces the durability 
and strength of the stitch, but the stitch retains its 
elasticity. 


Common Uses 
1. Excellent for sewing knit garments. 
2. Appropriate for loose fitting woven garments. 


Stretch Knit 

The same characteristics as the Safety 4 Thread, the 
Stretch Knit program uses the differential feed and 
stitch length settings to prevent knitwear from 
stretching while sewing. 


Common Uses 

1. Apply ribbing to knit necklines, cuffs or 
waistbands. 

2. Construction method for sweater knits. 


[3] Gathering 4 

The same characteristics as the Safety 4 Thread, the 
Gathering 4 program uses the differential feed, stitch 
length and tight needle tensions to easily and evenly 
gather fabrics for ruffles. This technique works best 
on light to medium weight fabrics. 


Common Uses 
1. Tiered skirts 
2. Home decorating accents. 


[4] 3Thread Wide 

Three threads lock together on the fabric edge 
forming a balanced stitch. The overlock stitch is 
suitable for medium to heavyweight fabrics. 


Common Uses 
1. Construction method for knitwear. 
2. Edge finish on single layer of fabric. 
























































[5] 3 Thread 

The same characteristics as the 3 Thread Wide. This 
narrower version is suitable for light to medium 
weight fabrics. 


Common Uses 
1. Construction method for lingerie. 
2. Edge finish on single layer of fabric. 


[6] Narrow Hem 3 
Three threads form a balanced stitch that is a great 
narrow edge finish. 


Common Uses 

1. Hemming method for scarves, napkins and ruffles. 

2. Construction method for undergarments made of 
lightweight knit fabrics. 


Rolled Hem 3 

Three threads form an unbalanced stitch. 

When the stitch is formed, the fabric is rolled inside 
the stitch. 


Common Uses 

1. Hemming method for light to medium weight 
fabrics. 

2. Pintucks for decoration. 


Flatlock 3 

Three threads form an unbalanced stitch that can be 
pulled open into a flat seam. 

The seam resembles the exposed stitch seen on 
ready-to-wear sweatshirts and knit sportswear. 


Common Uses 
1. Construction method for bulky knitwear. 
2. Decorative accent. 








>) Adjustment of Stitch Length 


To select stitch length, turn the dial. 

The larger the number, the longer the stitch. 

The stitch length can be adjusted from 1 to 5mm. 
Position “R” is for rolled and narrow hemmings. 


(1) Stitch length dial 
(2) Setting mark 














>) Adjustment of Differential Feed Ratio 


The differential feed ratio can be altered by turning 
the dial. 


The number on the dial indicates the ratio between 
the main and the sub feed motion. 


1.0 indicates the neutral position. 


(1) Differential feed dial 
@) Setting mark 

















>) How to Adjust 


* If the sewn fabric is stretched, turn the dial 
counterclockwise (toward 2.2). 


* Ifthe sewn fabric is gathered, turn the dial 
clockwise (toward 0.5). 


(4) Stretched 
(2) Gathered 





* When the stitch length dial is set between 1 to 4, 
the maximum effective differential feed ratio is 
2.25. 


When the stitch length dial is set between 4 and 
5, the maximum differential feed ratio will 
automatically be set between 2.25 and 1.8. 
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Adjustment of Needle Plate Setting Knob 
(Changing to Standard Serging or Rolled 
Hemming) 


The needle plate setting knob is connected with the 
chaining finger. 

The chaining finger will slide back and forth when 
you set the needle plate setting knob at'"S" or "R". 


1. Turn off the power switch and unplug the 
machine. 


2. Open the looper cover and side cover. 
Deactivate the upper knife (refer to page 15). 


3. Push the cutting width adjusting dial to the right 
as far as it will go, then, move the needle plate 
setting knob to the guide line of S (for Standard 
Serging) or R (for Rolled Hemming). 

Release the cutting width adjusting dial to the left 
gently. 


4. Activate the upper knife (refer to page 15). 
Close the looper cover and side cover. 


(1) Needle plate setting knob 
(2) Cutting width adjusting dial 


(A) Standard Serging 


* The chaining finger is located beside the needle 
plate as shown in diagram (A) for guiding the flat 
edge of the fabric for overlock sewing. 


(1) Chaining finger 
(2) Needle plate setting knob 
(8) Guide line S 


(B) Rolled Hemming 


* Pull the needle plate setting knob toward you 
from “S” to “R” position, so the edge of the fabric 
will be rolled for hemming, picot edging and 
narrow hemming sewing. 


(1) Chaining finger 
(@) Needle plate setting knob 
(3) Guide line R 
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To Deactivate the Upper Knife 


1. Turn off the power switch and unplug the machine. 
2. Open the looper cover and side cover. 


3. Turn the upper knife release knob toward you 
while pushing it to the right, then guide the hole 
on the upper knife to the pin to lock the upper 
knife in the down position. 

4. Turn the handwheel to check if the upper knife is 
deactivated. 


5. Close the looper cover and side cover. 


(1) Upper knife release knob 
@) Upper Knife 


To Activate the Upper Knife 


1. Turn off the power switch and unplug the machine. 

2. Open the looper cover and side cover. 

3. Turn the upper knife release knob away from you 
while pushing it to the right, then guide the 
groove on the upper knife to the pin to lock the 
upper knife in the up position. 

4. Turn the handwheel to check if the upper knife is 
activated. 

5. Close the looper cover and side cover. 


(1) Upper knife release knob 
@) Upper knife 








>) Adjustment of Cutting Width 


When cutting width is too narrow or too wide against 
seam width, adjust it as follows. 


Open the side cover and deactivste the upper knife. 
Turn the cutting width adjusting dial to move the 
lower knife to the desired position. 


* The lower knife position can be set at 3-5 mm 
from the right needle position. 


(1) Cutting width adjusting dial 
(2) Lower knife 
(3) Guide line on the needle plate 
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(A) When cutting width is too narrow. 
Turn the cutting width adjusting dial clockwise. 
Lower knife will move to right. 
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(B) When cutting width is too wide. 
Turn the cutting width adjusting dial 
counterclockwise. 

Lower knife will move to left. 
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Close the looper cover and side cover. 
Test stitch to check the cutting width. 
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Threading the Machine 


The illustration shows the machine threaded with 
four threads. 


(1) Lower looper thread 
() Upper looper thread 
@) Right needle thread 
(4) Left needle thread 
(6) Thread guide 

©) Thread guide 

@ Threading chart 


The machine is pre-threaded to make threading 
easier. 


Tie the end of a new thread to one of the pre-set 
threads, and pull it to draw the new thread through 
the machine, following the steps below. 
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* Turn off the power switch before threading the 


machine. 


. Pull the threads from the spools and draw them 


through the thread guides, then tie the thread 
ends together. 


. Raise the presser foot, draw the threads until the 


knots are coming out from under the back of the 
presser foot. 


. However, stop drawing the needle threads when 


the knots reach just before the needle eye. 
Cut the knots and thread the needle eye. 


. Before starting sewing, clear the needle threads 


from under the presser foot to make sure they are 
not caught below the needle plate. 

(Draw the needle threads in the direction A.) 
Then pull out the threads to the back 
approximately 10 cm (4”) away from the presser 
foot. Lower the presser foot, and you are now 
ready to sew. 


(1) Thread guide 
2) Needle 

(3) Needle thread 
(4) Presser foot 
(5) Needle plate 


For re-threading the machine easily, start from the 
lower looper, upper looper, right needle and left 
needle threads. 

Make sure to clear the needle threads out from 
below the needle plate and draw them to the 
back and under the presser foot about 10 cm (4’). 


* If one of the threads is broken, follow the 
re-threading procedure as follows: 

* Turn off the power switch and unplug the 
machine. 








>) 1. Raise the presser foot and pull the thread chain 
out to the back of the presser foot, and cut the 
chain to separate each of the threads. 


(1) Cut off the tangled threads. 














>) 2. Re-thread the thread which had been broken. 
Example: Re-thread the lower looper thread. 


(2) Lower looper thread 





























# 
>) 3. Turn the handwheel toward you until the needle 
comes to its highest position. 
) Needle thread 
/ 
>) 4. Pull the threads from under the presser foot with 
J tweezers and pull out the needle threads above 
\ \ the needle plate. Draw out 10 cm (4”) away from 
6) the presser foot. (Draw the needle thread in the 
\ 3) direction A) 
\ @) Needle thread 
@ Needle 
A 
© Presser foot 
/ © Needle plate 
- 














>) Threading the Lower Looper 










































































































































































C= S ay ) 
- - ° S Open the looper cover. 
®@ Place the spool of thread on the right side spool pin. 
* The points to thread for lower looper are marked 
in green. 
* A convenient threading chart is placed on the 
machine body inside the looper cover. 
cD 2 
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1. Draw the thread through the right side thread 
guide from back to front: A 


* 


If the thread is coming out from the thread guide 
groove, pass the thread through the thread guide 
hole again as shown: B 


(1) Thread guide 

















>) 2. After threading the thread guide bar, slip the 
thread into the first guide on the machine as 


_ ® shown. 
(2) Thread guide 




















>) 3. Hold the thread at both ends and tug gently to 
ensure the thread is correctly inserted between 
the tension discs. ( If the presser foot lifter is 
raised, the thread easily inserts between the 
tension discs.) 


(8) Lower looper thread tension dial 
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>) 4. Hook the thread on the corner @), and then pass 
the thread through the looper thread guide. 


5. Pass the thread through the changeable thread 
guide. 


6. Pass the thread through the looper thread 
take-up lever (lower). 


7. Pass the thread through the lower looper thread 
guide (1). 


(4) Looper thread guide 

6) Thread guide. 

©) Looper thread take-up lever (lower) 
@) Lower looper thread guide (1) 














8. Turn the handwheel toward you to move the lower 
looper to the right side. 
Then lift up the lower looper thread guide (1). 
When you do this, the lower looper thread guide 
(2) and (3) are moved to the right for easy 
threading. 


Pass the thread through the lower looper thread 
guide (2). 

9. Pass the thread through the lower looper thread 
guide (3). 


Lower looper thread guide (2) 
@Q) Lower looper thread guide (3) 














-) Holding the end of the thread, push the lower looper 
thread guide (1) down with your other hand to return 
it to its original position. 

Lower looper thread guides (2) and (3) will return to 
their original position automatically. 


* You can return the lower looper thread guide (1), 
(2) and (3) to their original position automatically 
by turning the handwheel counterclockwise. 
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10. Move the lower looper to its rightmost position 
by turning the handwheel, and draw the thread 
with a pair of tweezers through the hole on the 
lower looper 10 cm (4”) or more. 


* Make sure the needle threads are not tangled on 
the lower looper. 


40) Lower looper 
(@) Needle thread 
(0) Lower looper thread 


NOTE: How to thread woolly nylon/polyester thread. 


* The illustration at left shows one of the easiest 
ways to pass woolly nylon/polyester thread 
through the lower looper. 


* Use the same method with the upper looper. 


(@) Lower looper 
(6) Ordinary thread 
©) Woolly nylon/polyester thread 
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Threading the Upper Looper 


Place a spool of thread on the spool pin second from 
the right. 


* The points to thread for upper looper are marked 
in yellow. 


* A convenient threading chart is placed on the 
machine body inside the looper cover. 


1. Draw the thread through the thread guide second 
from the right from back to front: A 


If the thread is coming out from the thread guide 
groove, pass the thread through the thread guide 
hole again as shown: B 


(1) Thread guide 


. After threading the thread guide bar, slip the 
thread into the first guide on the machine as 
shown. 

(2) Thread guide 


. Hold the thread at both ends and tug gently to 
ensure the thread is correctly inserted between 
the tension discs. (If the presser foot lifter is 
raised, the thread easily inserts between the 
tension discs.) 


(3) Upper looper thread tension dial 





7 >) 4. Hook the thread on the corner ®), and then pass 
the thread through the looper thread guide. 


(4) Looper thread guide 














-\) 5. Pass the thread through the looper thread 
take-up lever (upper). 


(5) Looper thread take-up lever (upper) 














>) 6. Pass the thread through upper looper thread 
guide. 

7. Holding the end of the thread with a pair of 
tweezers, pass it through the hole on the upper 
looper. Pull 10 cm (4’) or more of thread through 
the hole. 


©) Upper looper thread guide 
(7) Upper looper 














>) © How to thread only the Upper Looper 


Turn the handwheel toward you until the upper 
looper comes to the middle point of its travel, and 
unhook the thread of the lower looper from the upper 
looper. 

Thread the upper looper. 


(4) Lower looper thread 
(2) Upper looper 
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(— -\) Threading the Needle on the Right 
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Place the spool of thread on the spool pin second 
@ from the left. 


* The points to thread for needle on the right are 
marked in red. 


* A convenient threading chart is placed on the 
machine body inside the looper cover. 
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-) 1. Draw the thread through the thread guide second 
from the left from back to front: A 


* If the thread is coming out from the thread guide 
groove, pass the thread through the thread guide 
hole again as shown: B 





(1) Thread guide 








vA 


2. After threading the thread guide bar, slip the 
thread into the first guide on the machine as 
shown. 


(2) Thread guide 























( >) 3. Hold the thread at both ends and tug gently to 
ensure the thread is correctly inserted between 
the tension discs. (If the presser foot lifter is 
raised, the thread easily inserts between the 
tension discs.) 


(3) Right needle thread tension dial 
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. Pass the thread under the thread guides (4) and 


©) from the right to the left. 


. Slip the thread into the slit © of the take-up lever 


cover from the bottom. 
Pull the thread up and hang it up over the third 
thread guide (7). 


. Pull down the thread and slip it into the right notch 


of the guide plate (8). 


. Pass the thread from the right to the back of the 


needle bar thread guide ©). 


. Thread the right needle (0 from front to back and 


pull the thread about 10 cm (4”) from the eye of 
the needle to the back under the foot (refer to the 
subsequent page for how to thread the needle). 


(4) Thread guide (right) 

() Thread guide (left) 

©) Slit of the take-up lever cover 
@ Third thread guide 

Guide plate 

@Q) Needle bar thread guide 
Right needle 
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Threading the Needle with the Needle 
Threader 


IMPORTANT: 

When threading the needle, be sure to: 
— turn the power switch off. 

— lower the presser foot. 


Hold the needle threader with the triangle mark 
facing up. Insert the thread into the Y-notch of the 
threader from the right. 

@ Triangle mark 

(2) Y-notch 


Slide the threader down along the needle while 
pushing it gently until the threader pin goes into 
the needle eye. 
Place the V-notch over the needle just above the 
needle eye. 

(3) V-notch 


Push the threader until the threader pin comes out 
through the needle eye with a loop of thread. 
(4) Threader pin 


Remove the threader from the needle slowly, leaving 


the thread loop behind the needle eye. 
Using the hook, pull the loop of the thread out 
to the back. 

(6) Hook 
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Threading the Needle on the Left 
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Place the spool of thread on the left side spool pin. 
@ * The points to thread for needle on the left are 
marked in blue. 
* A convenient threading chart is placed on the 
@) machine body inside the looper cover. 
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6 3 
hie! 
5 
8 
(== 
c) 3) 
® ‘ fe) 




















>) 1. Draw the thread through the thread guide on the 
left from back to front: A 


* If the thread is coming out from the thread guide 
groove, pass the thread through the thread guide 
hole again as shown: B 


) Thread guide 











>) 2. After threading the thread guide bar, slip the 
thread into the first guide on the machine as 
shown. 


(2) Thread guide 

















-) 3. Hold the thread at both ends and tug gently to 
ensure the thread is correctly inserted between 
the tension discs. (If the presser foot lifter is 
raised, the thread easily inserts between the 
tension discs.) 


(3) Left needle thread tension dial 
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. Pass the thread under the thread guide @) from 


the right to the left. 


. Slip the thread into the slit © of the take-up lever 


cover from the bottom. 
Pull the thread up and hang it up over the third 
thread guide ©). 


. Pull down the thread and slip it into the left notch 


of the guide plate @. 


. Pass the tread from the right to the back of the 


needle bar thread guide (8). 


. Thread the left needle @) from front to back and 


pull the thread about 10 cm (4’) from the eye of 
the needle to the back under the foot (refer to the 
previous page for how to thread the needle). 


(4) Thread guide 

©) Slit of the take-up lever cover 
©) Third thread guide 

) Guide plate 

Needle bar thread guide 

Q) Left needle 
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TEST STITCHING 
Starting Sewing 


Insert the fabric under the toe of the foot (It is not 
necessary to raise the foot.) 

Turn the handwheel gently toward you a couple of 
turns and check the thread chain. Then start sewing 
slowly. The fabric will automatically be fed. 

Guide the fabric in the desired direction. 


* For heavyweight fabric, raise the presser foot and 
insert the fabric in front of the knife. 
Then lower the foot and start to sew while guiding 
the fabric. 


Finishing Sewing 


1. When stitching is completed, continue to run the 
machine slowly to produce a thread chain for 
about 12 cm (5°) while pulling the thread chain 
slightly to the back. 


2. Cut the threads with the thread cutter as 


illustrated, leaving about 5 cm (2”) thread chain 
from the end of the fabric. 


(1) Thread cutter 


Sewing Continuously 


Insert the next fabric under the toe of the foot, then 
start sewing. It is not necessary to raise the presser 
foot for ordinary fabric. 


* For heavyweight fabric, raise the presser foot and 
insert the fabric in front of the knife. 
Then lower the foot and start to sew while guiding 
the fabric. 


How to use Guide Lines 


On the top of the looper cover are guide lines 
indicating the distance from the needle position. 


Please use them as sewing guides. 

Mark L indicates the distance from the left needle. 
Mark R indicates the distance from the right needle. 
The distance between center of guide line and 
needle position is 5/8 inch. 





( >) Securing Ends 


rn 
nv! mi 
aii eas Anas 


a meat To avoid unravelling, it is necessary to leave a 
aa — thread chain about 5 cm (2”) long at the beginning 
and at the end of a seam. To secure the beginning 
and end of a seam, choose one of the following 
methods. 






B At the beginning 

A. Separate the end of the threads and knot them. 

B. Thread the chain through a large eyed needle, 
and weave that chain through the overlock 
stitches on the fabric. 

C. Cut the chain at the edge of the fabric. Then 


apply a small amount of seam sealant on the end 
of the threads. 

















~\_D.1.Before putting your fabric on the machine, sew 
a thread chain about 5 cm (2”) long behind the 
needle. 

2. Put your fabric on the machine. Then serge a 
few stitches and stop. 

3. Raise the presser foot and bring the thread 
chain from the left around and under the 
presser foot. 

4. Place the thread chain between the presser 
foot and upper knife, holding it in position as 
you lower the presser foot to sew. 

5. After sewing about 2.5 cm (1”), move the chain 
to the right and under the upper knife, cutting 
the chain as you sew. 




















i ~ At the end of a seam 


* You can use the same methods as “At the 
beginning” to secure the end of a seam except 
“D” or you can use the method shown below. 


1. Serge one stitch off the end of a seam. 


2. Raise the needle and presser foot, and gently pull 
the threads off the chaining finger. 





3. Turn the fabric over so that the under side is up. 


4. Serge about 2.5 cm (1”) over stitching and angle 
off the fabric. 
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Thread Tension (4 threads) 


Balanced tension 


The illustration at left shows sewing results with 
balanced tension settings. However, adjusting the 
thread tension may be required depending upon the 
type of fabric and thread being used. 


(1) Wrong side of fabric 
@) Right side of fabric 
(8) Right needle thread 
(4) Left needle thread 
(6) Upper looper thread 
©) Lower looper thread 


Thread tension adjustment 


* Set all four thread tension dials at “3”. 
Then sew, and check the thread tensions. 


If the tension balance on the test piece is not 
satisfactory, you can adjust the thread tension with 
the thread tension dial. 


@) Thread tension dial 


Setting mark 
Q) Loosen 


Tighten 


Left needle thread tension is too loose 


The illustration shows sewing results when the left 
needle thread tension is too loose. 


Remedy: 
Tighten the left needle thread tension. 


41) Left needle thread tension dial 


Right needle thread tension is too loose 


The illustration shows sewing results when the right 
needle thread tension is too loose. 


Remedy: 
Tighten the right needle thread tension. 


(2) Right needle thread tension dial 
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Looper thread tension is out of balance (1) 


The illustration shows sewing results when the lower 
looper thread tension is too tight and/or upper looper 
thread tension is too loose. 


Remedy: 
Loosen lower looper thread tension and/or tighten 
upper looper thread tension. 


() Wrong side of fabric 

@) Right side of fabric 

(3) Right needle thread 

@) Left needle thread 

©) Upper looper thread 

©) Lower looper thread 

43) Upper looper thread tension dial 
(4 Lower looper thread tension dial 


Looper thread tension is out of balance (2) 


The illustration shows sewing results when the upper 
looper thread tension is too tight and/or lower looper 
thread tension is too loose. 


Remedy: 
Loosen upper looper thread tension and/or tighten 
lower looper thread tension. 


43) Upper looper thread tension dial 
4 Lower looper thread tension dial 
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3-Thread Serging 


Using the needle on the right only 
(for narrow hem 3) 


When you use the right needle, the standard sewing 
width is 3.5 mm. 


The illustration on the left shows you how to thread 
the needle. 


Note: 
Tighten the needle clamp screw on the side that is 
not being used to prevent losing the screw. 


Using the needle on the left only 
(for 3-thread) 


When you use the left needle, the standard sewing 
width is 5.7 mm. 


The illustration at left shows you how to thread the 
needle. 
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-) Thread Tension (3 threads) 







Balanced tension 


Oe 
@ The illustration at left shows sewing results with 
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= balanced tension settings. However, adjusting the 
4) 5 (5) thread tension may be required depending on the 





type of fabric and thread being used. 


(1) Wrong side of fabric 

@) Right side of fabric 

() Right or left needle thread 
(4) Upper looper thread 

(6) Lower looper thread 
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Thread tension adjustment 





* Set three thread tension dials at “3”. 





Then sew, and check the thread tensions. 

If the tension balance on the test piece is not 
satisfactory, you can adjust the thread tension 
with thread tension dial. 

©) Thread tension dial 

(Z Setting mark 








~ Loosen 
Q) Tighten 


Needle thread tension is too loose 


t 
a i if nl The illustration shows sewing results when the 


\ needle thread tension is too loose. 
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Remedy: 
Tighten needle thread tension. 
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40) Left needle thread tension dial 
7) Right needle thread tension dial 














Looper thread tension is out of balance (1) 


The illustration shows sewing results when the lower 
looper thread tension is too tight and/or upper looper 
thread tension is too loose. 

Remedy: 

Loosen lower looper thread tension and/or tighten 
upper looper thread tension. 


















































(2 Upper looper thread tension dial 
43) Lower looper thread tension dial 
























































































































Looper thread tension is out of balance (2) 
Sy: § t The illustration shows sewing results when the upper 
® = K f E looper thread tension is too tight and/or lower looper 

&és a Ce Pe thread tension is too loose. 

=) 4| 

by | Remedy: 

(ae Loosen upper looper thread tension and/or tighten 

12 

les 7 

Re lower looper thread tension. 

=) 

et (2 Upper looper thread tension dial 

a (3) Lower looper thread tension dial 
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Thread Tension for Rolled Hemming 


Balanced tension 


The illustration at left shows sewing results with 
balanced tension settings. 
Adjusting the thread tension may be required 
depending on the type of fabric and thread being 
used. 

(1) Wrong side of fabric 

(@) Right side of fabric 

(3) Right needle thread 

(4) Upper looper thread 

(6) Lower looper thread 


Thread tension adjustment 


1. Set the tension dial as shown. 

2. Sew and check the tensions. 

3. If the tension balance on the test piece is not 
satisfactory, you can adjust the thread tension 
with thread tension dial. 


Needle thread tension is too loose 
The illustration shows the sewing results when the 
right needle thread tension is too loose. 


Remedy: 
Tighten the right needle thread tension. 


©) Right needle thread tension dial 


Upper looper thread tension is too loose 
The illustration shows the sewing results when the 
upper looper thread tension is too loose. 
Remedy: 
Tighten the upper looper thread tension. 
(7) Upper looper thread tension dial 


Looper thread tension is out of balance 


The illustration shows sewing results when the upper 
looper thread tension is too tight and/or lower looper 
thread tension is too loose. 
Remedy: 
Loosen upper looper thread tension and/or tighten 
lower looper thread tension. 

(7) Upper looper thread tension dial 

Lower looper thread tension dial 
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Rolled hemming 


Pull the end of thread chain to the back lightly in the 
beginning and end of sewing. 


(D) Fabric 
@ Thread chain 














( >) For narrow hemming 





Balanced tension 
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The illustration at left shows sewing results with 
balanced tension settings. 


(1) Wrong side of fabric 
(2) Right side of fabric 

(8) Right needle thread 
(4) Upper looper thread 
(5) Lower looper thread 
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0.8~1.5 mm (3/64’) 


























CARE OF YOUR MACHINE 


CAUTION: 
Turn the power switch off and unplug the machine 
before cleaning or maintenance. 


Replacing the Upper Knife 


NOTE: The upper knife is sold separately. 


To remove: 

1. Turn off the power switch and unplug the machine. 
2. Open the looper cover and side cover. 

3. Turn the handwheel toward you until the upper 


knife reaches its highest position. 
4. Remove the hexagonal bolt and the upper knife. 


To attach: 


1. Insert new upper knife into the groove of the knife 
holder and stopper pin. 
Then tighten the hexagonal bolt slightly. 

2. Turn the handwheel toward you until the upper 
knife reaches its lowest position. 
Loosen the hexagonal bolt, and adjust the 
position of the upper knife so that its blade 
overlaps the edge of lower knife 0.8 mm to 
1.5 mm (8/64"’), as shown. 
Then, tighten the hexagonal bolt firmly. 


3. Close the looper cover and side cover. 
(1) Upper knife 
(2) Hexagonal bolt 


(3) Stopper pin 
(4) Lower knife 


Cleaning Upper Knife Area 


1. Turn off the power switch and unplug the machine. 
2. Open the looper cover. 
Remove the waste pieces to the front with a lint 
brush. 


* You may use a vacuum Cleaner to clean the 


upper 
knife area or feed dog. 


* The lower knife will last over one year in normal 


use. However, if you run over a pin or a hard 
object, it may be required to replace both upper 
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Replacing the Light Bulb 


1. Turn off the power switch and unplug the machine. 


2. Loosen the face plate set screw, and remove the 
face plate. 


(1 Face plate 
@) Set screw 


To remove: 
Push and twist to the left. 


To attach: 


Push and twist to the right. 


Reattach the face plate, and retighten the face plate 
set screw. 


@) Light bulb 
@ To remove 
© To attach 


Note: 


* The machine is designed to use a 15 WATT 
maximum light bulb. 


* The light bulb will be HOT. Protect your fingers 
when you handle it. 


Cleaning the Feed Dog 


1. Turn off the power switch and unplug the 
machine. 

2. Open the looper cover and side cover. 

3. Remove the needles and presser foot. 

4. Remove the needle plate set screw, and remove 
the needle plate. 


(1 Needle plate 
@) Needle plate set screw 


5. Brush out the lint around the feed dogs to the 
front by using the lint brush or use a vacuum 
cleaner. 


6. Reattach the needle plate, presser foot and 
needles. 
Close the looper cover and side cover. 


(3) Feed dogs 
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Oiling the Machine 


Apply a few drops of fine quality sewing machine oil 
to the parts indicated with arrows. 


It is recommended to apply oil once a week in normal 
use, once in ten hours in continuous use. 


* Open the side cover and apply oil. 


* Open the looper cover and apply oil. 




















/ 

> Carrying the Machine 
Put your fingers into the hole of the rear arm as 
illustrated. 
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Troubleshooting 


Condition 


The fabric is not 
being fed 
smoothly. 


. The feed dog is packed with lint. 
. The presser foot has been raised. 


Reference 


See page 37. 
Lower the presser foot. 





The needle 
breaks. 


. The needle is incorrectly inserted. 
. The needle is bent or blunt. 
. The fabric is pulled strongly. 


See page 10. 
Replace the needle. 
Pull the fabric lightly. 





The thread 
breaks. 


. The machine is not correctly threaded. 

. The needle or looper thread tension is too tight. 
. The needle is incorrectly inserted. 

. The needle is bent or blunt. 


See pages 17-28. 
See pages 32-35. 
See page 10. 
Replace the needle. 





Skipped stitches 


. The needle is bent or blunt. 
. The machine is not correctly threaded. 
. The needle is incorrectly inserted. 


Replace the needle. 
See pages 17-28. 
See page 10. 





The seam is not 
sewn neatly. 


. The needle and/or looper thread tensions are 


not correctly adjusted. 


. The machine is not correctly threaded. 
. The stitch is not suitable for the fabric being 


sewn. 


. The thread is not between the tension discs. 


See pages 31-35. 
See pages 17-28. 


See pages 11-12. 
See pages 19, 22, 24 and 27. 





Seam puckering 


. The needle or looper thread tension is too tight. 
. The machine is not correctly threaded. 
. The differential feed dial is not correctly 


adjusted. 


See pages 32-35. 
See pages 17-28. 


See page 15. 





The machine 
does 
not operate. 


. The machine has not been plugged in firmly. 
. The power switch is turned off. 


See page 6. 
See page 6. 





The fabric is not 
cut neatly. 





. The position of the upper knife is not adjusted 


properly. 


. The upper knife is dull. 
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See page 37. 
Replace the upper knife. 
(See page 34.) 
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